
© 2009 Bradley Corporation
P.O. Box 309, Menomonee Falls, WI 53052-0309

Phone: 800.BRADLEY (800.272.3539)  Fax: 262.253.4161
bradleycorp.com

908
Heavy-Duty Towel Bar

Washroom Accessories 
Document No. 8915

Orders composed of products indicated as BradEX® will be available to ship in three days 
after receipt of order at the factory. There is no pricing penalty for this service from Bradley.

This information is subject to change without formal notice.

Always consult local and national codes for proper installation guidelines.
Conformity and compliance to local and national codes is the
responsibility of the installer. 11-10-2009

 Heavy-Duty Towel Bar

 1" Diameter Stainless Steel

 BradEX®

Product Materials
SUPPORT POSTS: heavy cast brass, chrome-plated and polished to a satin 
fi nish. Stainless steel set screw keeps bar from turning in posts.
TOWEL BAR: 18 gauge stainless steel, 1" diameter, seamless construction 
with satin fi nish.

Installation
Verify all rough-in dimensions prior to installation. Secure one support post 
to fi nished wall surface with mounting screws (included) at holes provided. 
Insert bar in posts, secure remaining post to wall. Tighten set screw.

Standard Selections
SPECIFY LENGTH (must check one)

 18" (457 mm)  24" (610 mm)

 30" (762 mm)

Guide Specifi cation
Surface-mounted towel bar shall have chrome-plated cast brass support 
posts with satin fi nish. Towel bar shall be 1" diameter, 18 gauge seamless 
construction with satin fi nish.

As 
Specifi ed

3¼"
(83mm)




